
   FEATURES

‧Epitaxial construction

‧The plastic material carries UL recognition 94V-0

   MECHANICAL DATA

‧  Case: TO-220, TO-220F

‧  Polarity: As Marked

Unit

V

V

V

Peak Reverse Current TA=25°C

at Rated DC Blocking Voltage TA=100°C

pF

Maximum Thermal Resistance

°C

MBR3045CT-MBR3045FCT

V

200

MBR3045CT MBR3045FCT

MBR3045CT MBR3045FCT

A

15

SCHOTTKY BARRIER RECTIFIERS
REVERSE VOLTAGE  45  Volts

FORWARD CURRENT  30  Amperes

 

SymbolCharacteristics

Maximum Repetitive Peak Reverse Voltage

Maximum RMS voltage

Maximum DC blocking voltage

VRMS

VDC

Average Output Rectifie Current (per leg)

Junction and StorageTemperature Range

IR

IF

0.2

15

‧High Current Capability and Low  Forward Voltage Drop

A

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.

Single phase, half wave, 60Hz, resistive or inductive load.

For capacitive load, derate current by 20%

Maximum Instaneous Forward Voltage

VRRM

(total device)

mA

30

‧Metal-Semiconductor junction with guard ring

0.7

0.6

‧For use in low voltage,high frequency inverters,free

°C/W

TJ, TSTG -55 to +150

2.2TO-220

TO-220F   

TO-220

TO-220F   

RθJc

RθJa 60

4.5

    wheeling,and polarity protection applications

Typical Junction Capacitance CJ 700

45

32

45

Non-Repetitive Peak Surge Current

Surge applied at rated load conditions

halfwave,single phase,60HZ

IFSM

IF=15A @25°C

IF=15A @100°C

VF



Rating and Characteristic Curves

MBR3045CT-MBR3045FCT

Reflow Soldering Temperature Profile 
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