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Compact Technology Corp.

PR1001G thru PR1007G

FAST RECOVERY RECTIFIERS
GLASS PASSIVATION JUNCTION

REVERSE VOLTAGE - 50 to 1000 Volts
FORWARD CURRENT - 1.0 Amperes

FEATURES

e Fast switching for high efficiency

e Low cost

o Glass passivation junction

e Low reverse leakage current

» Low forward voltage drop

* High current capability

® The plastic material carries UL recognition 94V-0

MECHANICAL DATA

e Case : JEDEC DO-41 molded plastic
o Polarity : Color band denotes cathode
e Weight : 0.012 ounces, 0.34 grams

e Mounting position : Any
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Dim. Min. Max.

A 254 -

B 4.20 5.20

C 0.70 & 0.90 &
D 2.00 270 &
All Dimensions in millimeter

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25C ambient temperature unless otherwise specified.

Single phase, half wave, 60Hz, resistive or inductive load.
For capacitive load, derate current by 20%

PARAMETER SYMBC'ZLT)F:)12%12%32%42%52%&2%%’@“
Maxi mum repetitive|peal rever|s®o v400 { 809 ¢ 800 [ WVROR M
Maxi mum RMS voltagg¢VRMS 3|5 71Q0 | 280 | 420 | 560 700
Maxi mum DC bIockind;WDoCIta@(b | @00 | 400 600 | 800 [ 1000
Maxi mum average forlward rectifiedlcOrrent I A
Peak forward surge|current, 8. 3ms gl e
half sine-wave supe'arllFSrr"l’I posed on rated | oad A
Maxi mum i ns=lam@2a51e ¢ usk IV 1.30 Vv
Maxi mum DC Reverse CPrrent @TA=25 5 u A
at Rated DC Blockimg Vdltage @TA=100
Maxi mum Reverse Rec¢oVremy Timdb50 250 500 nsS
Typical Junction Capéwciftance 15 pF
Operating Temperatlllré’a Range -55 to +150
Storage TemperaturéTR'asnge -55 to +150
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Compact Technology Corp.

PR1001G thru PR1007G

AVERAGE FORWARD CURRENT,(A)

JUNCTION CAPACITANCE (pF)

PEAK FORWARD SURGE CURRENT (A)

FIG. 1-TYPICAL FORWARD CURRENT DERATING CURVE
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FIG. 3-MAXIMUM NON-REPETITIVE FORWARD SURGE CURRENT
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FIG. 5-TYPICAL JUNCTION CAPACITANCE
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INSTANTANEOUS FORWARD CURRENT (A)

REVERSE LEAKAGE CURRENT (uA)

FIG. 2-TYPICAL FORWARD CHARACTERISTICS
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FIG. 4-TYPICAL REVERSE CHARACTERISTICS
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