
SF11G thru SF18G

FEATURES   

Super fast switching for high efficiency
Low reverse leakage current
Low forward voltage drop
High current capability
Easily cleaned with Freon, Alcohol, Chlorothene and 
similar solvents
Plastic material has UL flammabitily classification 94V-0

MECHANICAL DATA
Case : JEDEC DO-41 molded plastic
Polarity : Color band denotes cathode
Weight : 0.012 ounces, 0.34 grams
Mounting position : Any

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Ratings at 25  ambient temperature unless otherwise specified.
Single phase, half wave, 60Hz, resistive or inductive load.
For capacitive load, derate current by 20%

  All Dimensions in millimeter
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REVERSE VOLTAGE - 50 to 600 Volts
       FORWARD CURRENT - 1.0 Ampere

SUPER FAST RECTIFIERS

1 of 2 SF11G thru SF18G

1G  2G  3G  4G  5G  6G  8G  

Glass passivation Junction



RATING AND CHARACTERISTIC CURVES

SF11G thru SF18G
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FIG.2 - MAXIMUM NON-REPETITIVE SURGE CURRENT
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FIG.1 - FORWARD CURRENT DERATING CURVE
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FIG.3 - TYPICAL JUNCTION CAPACITANCE
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INSTANTANEOUS FORWARD VOLTAGE , VOLTS

FIG.4 - TYPICAL FORWARD CHARACTERISTICS
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